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                                                                    PORTABLE POST 
 
 

Specifications for Portable Post Systems  
 

SCOPE OF OPERATION 
 

 Portable post systems are 

designed for pedestrian queuing 

lines for high volume 

applications. The retractable 

belts are extended and fixed to 

each other to form lines to 

control pedestrian flow. They are 

most commonly used in Airports 

and Event stadiums to form lines 

for ticket purchasing.  

MATERIALS 
     
All materials meet the ASTM standards as set forth by the materials industry. 
 

 The post is made of 1/16” wall formed steel tube. 

 The base is made of Galvanized formed steel with concrete encasement. 

 Belt tapes are made of rugged Nylon. 

 Tape belt ends are formed plastic with locking tab. 

 
 

FINISHES 
 

 Bright Chrome Finish. 

 Satin Chrome Finish. 

 Powder Coat Paint. 
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Specifications for 5000 Series Auto Gate  
 

Specifications for the 1100 series - 3 Arm  
 
Specifications for Portable Posts Systems  
 

OPERATION 
 

 Extend tape belt end and fasten into adjacent post to form line. 
 

 

OPTIONS 
 

 6’ or 12’ tapes. 

 Wall mount units complete with wall mount clip: SEE PICTURE (where applicable). 

 Many tape colours to choose from. 

 Available label printing, (your logo). 

 Full frame and Channel frame sign holders. 

 Directional signs. 

 Magnetic tape mounting end clips (where applicable). 

 
 

             
 

 
 
 
 


